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Applicant : SHAOXING STARKE TEXTILE CO., LTD Date :  Jun 02, 2026 
 250 METERS SOUTHWEST OF GREENTREE INN 

KANGNING ROAD, DOUMEN TOWN, SHAOXING 
CITY, ZHEJIANG PROVINCE (THE SECOND 
FLOOR ON THE RIGHT IN THE BAILONG 
EXTRA WIDE FACTORY) 

 

 Attn :  ZHANG SHEN BEI 
  
Sample Description As Declared :  

No. Of Sample : ONE 
Fibre Content : 60% BCI COTTON 40% POLYESTER 
Material : KNIT FABRIC, 280 G/M2 
Finishing : - 
End Uses  : Men 
Colour : WINTER BLUE 
Style No. : C26MBSHD117 
Order No./PO No. : - 
Buyer’s Name : - 
Manufacturer’s Name : - 
Ref. : - 

Applicant’s Provided Care Instruction/Label :  
WASH DARK COLOURS SEPARATELY 
 MACHINE WASH COLD - GENTLE 
CYCLE, USE MILD DETERGENT 
 DO NOT BLEACH  
DO NOT IRON DIRECTLY ON PRINT MOTIF OR EMBELLISHMENT 
MILD IRON IF NEEDED  
DO NOT DRY CLEAN 
LINE DRY IN SHADE 

 
Date Sample Received : MAY 29, 2026 
Date Testing Started : MAY 29, 2026  
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Conclusion: 

       
Fibre Analysis *1      
Dimensional Stability To Washing M      
Appearance After Wash M      
Colour Fastness To Rubbing M      
Colour Fastness To Washing M      
Counts Of Yarn #      
Weight Per Unit Area #      
Fabric Propensity to Surface Pilling, Fuzzing or Matting 
After Washing 

M      

 
Note : M = Meet Buyer’s Requirement F = Below Buyer’s Requirement 
          # = No Specified Requirement * = No Submitted Information 
          N/A = Not Applicable  
          *1   = The Fibre Label Of The Sample Shall Be Rewritten As "60% Cotton 40% Polyester". 
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1 Fibre Analysis: 

ISO/TR 11827: 2012(E)/ISO 1833-2020，Part 1/ISO 1833-2017，Part 11 
 
   Marked 
Based On Moisture Regain Weight  
 
 
 
 
 
 
 
 

  57.8% Cotton 
  42.2% Polyester 

60% BCI COTTON  
40% POLYESTER 

 
+/- 3% 

 
Remark : Moisture Regain Of Cotton 8.5% & Polyester 1.5% 
 (Based on Regulation (EU) No 1007/2011 of the European Parliament and of the Council) 
 
 
 

2 Dimensional Stability To Washing (ISO 3759-2011/ISO 5077-2007/ISO 6330-2021, Wascator Washing Machine-
Front-Loading Horizontal Rotating Drum Type, Test Programme 3G, 30°C With 100% Cotton 2 kg Total Load, 
In 20 g Non-Phosphate Reference Detergent 3, Followed By Line Dry In Shade): 
 
   Requirement 
After Three Washes  
Length -1.4% -5% to +3% 
Width -2.3% -5% to +3% 
 
Remark : (+) Means Extension and (-) Means Shrinkage 

 
3 Appearance After Wash (Washing Procedure: ISO 6330-2021, Top Loading Washing Machine, Machine Wash At 

80°F, Delicate Cycle With 2 kg Load, In 66 g AATCC 1993 Reference Detergent WOB, Followed By Line Dry In 
Shade): 
 
 Requirement 
After Three Washes  
Colour Change Of The Winter Blue Color 4-5 4 
Pilling 4  
   
Observation :  
The General Appearance Of The Washed Sample Was Satisfactory.  
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4 Colour Fastness To Rubbing As Received (ISO 105 X12-2016): 

 
   Requirement 
Dry 4-5 3-4 
Wet 3 2-3 
 

5 Colour Fastness To Washing (BS EN ISO 105 C06 A2S-2010, Single Test, 30 Minutes Mechanical Wash At 40ºC 
In 0.4% ECE Reference Detergent And 0.1% Sodium Perborate): 
 
   Requirement 
   
Colour Change 4-5 4 
Colour Staining  3 
-Acetate 4  
-Cotton 4-5  
-Nylon 3-4  
-Polyester 4  
-Acrylic 4-5  
-Wool 4-5  
 

6 Counts Of Yarn (ISO 7211/5-2020): 
 
  Requirement 
Spun Yarn: 18.0 tex (32.9's) +/-5% 

NO CLAIM 
Filament Yarn: 9.8 tex (88.3 Denier) +/-5% 

NO CLAIM 
 
Remark : Tex = Tex count 

’S = English cotton count 
Denier = Denier count 
 

7 Weight Per Unit Area (ISO 3801-1977): 
 
   Requirement 
 275.1 g/m² +/-5% 

CLAIM: 280 g/m2 
 (8.1 oz/yd²) +/-5% 
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8 Fabric Propensity to Surface Pilling, Fuzzing or Matting After Washing (ISO 12945-1:2020, Pilling Box Method): 

 
 
Washing Condition : 1 Cycle Of ISO 6330, Test Programme 3G, 30°C, Line Dry In Shade. 
 
    Requirement 
  Mean Grade   

 Pilling Fuzzing Matting  
18000 

Revolutions 
4 4 5 3-4 

 
Remark:  
The visual assessment of pilling, fuzzing and matting was carried out respectively according to ISO 12945-4. 

 

End of Report 
 
This report is made solely on the basis of your instructions and/or information and materials supplied by you. It is not intended to be a recommendation for any particular course of action. 
Intertek does not accept a duty of care or any other responsibility to any person other than the Client in respect of this report and only accepts liability to the Client insofar as is expressly 
contained in the terms and conditions governing Intertek's provision of services to you. Intertek makes no warranties or representations either express or implied with respect to this report save 
as provided for in those terms and conditions. We have aimed to conduct the Review on a diligent and careful basis and we do not accept any liability to you for any loss arising out of or in 
connection with this report, in contract, tort, by statute or otherwise, except in the event of our gross negligence or wilful misconduct. 
 
This report shall not be reproduced except in full, without written approval of the laboratory. 
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